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12" [111/4] 32 3'2. 3/4” 2.o| VERTICAL BLOCKING
221/2| 88 4.5 718 3.0 FOR 11 1/4, 22 1/2, & 30 DEGREE BENDS
30 132 5.1 PIPE CLAMPS
16" [111/4] 70 4.1 7/8" 3.0
221/2| 184 5.7 11/8" | 4.0 GALVANIZED f
30 275 6.5' 11/4" RODS _ 45 DEG
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VERTICAL BLOCKING FOR 45 DEG BENDS | ] | Z
4" 45 30 3.1 3/4" 2.0’ | A |
6" 68 a1 VERTICAL BLOCKING
g 123 50 FOR 45 DEG BENDS
12" 232 6.1 3/4" 25 GALV. ROD DOUBLE CLANDS
" ' " ' NUT
16 478 7.8 11/8 4.0 \VASHER
20" 560 8.2' 11/4"
24" 820 9.4' 13/8" | 45 —
PIPE PIPE — — . ]
SIZE AREA _'—-l- _':F SINGLE NUT
IN. IN? |22 1/2DEG| 45DEG | 60 DEG | 90 DEG WASHER
4 12.5 0.3 0.6 0.7 1.1 PIPE CLAMP
6 28.3 0.5 1.1 1.4 2.1 NOTE:
8 50.3 0.9 1.9 25 3.8
1. CONCRETE BLOCKING BASED
12 113 2.1 4.2 5.6 8.4 ON 200 PSI PRESSURE AND
CLASS 3000 CONCRETE,
16 201 3.7 7.5 9.9 15 2. NUTS ON PIPE CLAMP NOT
18 254 4.9 10 13 20 TO BE TIGHTENED UNTIL
THRUST BLOCK SETS UP.
20 314 6.0 12 16 24 3. ALTERNATE TO PIPE CLAMP
24 432 7.9 16 21 32 ke &2 WITH
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